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AULK GAP BETWEEN SLEEVE AND
ADJACENT FLASHING/WALL ON TOP
AND SIDES.

AULK GAP BETWEEN LOUVER AND
SLEEVE ON TOP AND SIDES. DO NOT
CAULK AT BOTTOM.
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GENERAL NOTES

1.

DO NOT ATTACH DUCT TO TOP OF LOWER
LOUVER BLADE AS TYPICAL. THIS CREATES
SEALING PROBLEMS AT MULLIONS AND
OTHER VERTICAL MEMBERS.

\MAINTAIN 1/8" GAP BETWEEN

SLEEVE AND BOTTOM OF LOUVER
FOR FREE DRAINAGE. PROVIDE
ALUMINUM SHIMS AS REQUIRED.
DO NOT CAULK THIS GAP.

NOTE TO A/E:

1. INDICATE WORK TO BE DONE BY GENERAL
CONTRACTOR AND VENT CONTRACTOR.

WALL LOUVER DETAIL Scale:

Date:

N.T.S.

January 2017

2. CONSTRUCT SLEEVE AND DUCTWORK TO 2. OUTSIDE AIR PLENUM IS PREFERRED. SEE
SUPPORT WEIGHT OF SERVICE OUTSIDE AIR PLENUM CONSTRUCTION
TECHNICIAN. DETAIL.

3. SEAL JOINT BETWEEN DUCT AND SLEEVE
~~ WALL LOUVER DETAIL

4. INSULATE DUCT AND SLEEVE AS SPECIFIED. \ a1 01/ SCALE: NO SCALE
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