CONTROL VALVE FURNISHED BY

UNL INSTALLED BY CONTRACTOR:
AUTOMATIC FLOW ANUAL AIR VENT
CONTROL VALV[—\‘ @ KEY NOTES
— 1. MAXIMUM FLEX DUCT LENGTH SHALL BE AS
HWR—@—”I—-Ba——” FOLLOWS: 36" TO DIFFUSER.

2. FLEX DUCTS SHALL BE ATTACHED WITH
REHEAT STAINLESS STEEL WORM GEAR DRIVE
coiL DRAWBANDS. USE MASTIC TO COVER EXPOSED
— FIBERGLASS INSULATION.

HWSH|—
3. UNLESS OTHERWISE NOTED, ALL DUCTWORK
SHALL BE WRAPPED WITH INSULATION AS
NION (TYP.)
PRESSURE & TEMPERATURE TAP (TYP.

SPECIFIED. DUCT LINER IN LIEU OF DUCT WRAP IS
STRAINER W/ BLOW

NOT ACCEPTABLE.
DOWN VALVE AND CAP:

4. MINIMUM LENGTH OF STRAIGHT DUCT UPSTREAM
SHALL BE 18" OR FIVE(5) DUCT DIAMETERS,

UCT MAIN, WHICHEVER IS GREATER. STRAIGHT DUCT SHALL

SEE PLAN FOR SIZE BE SAME SIZE AS AIR TERMINAL UNIT INLET.

5. REHEAT COIL VALVE MUST BE INSTALLED WITH
18" OF ACTUATOR AND VELOCITY CONTROLLER.

6. AIR TERMINAL UNIT AND VALVING TO BE
INSTALLED IN SUCH MANNER SO AS TO ALLOW
FOR UNOBSTRUCTED ACCESS FROM CEILING TILE
OR ACCESS DOOR.

SPIRALMATE JOINTS ON SUPPLY AIR
DUCTS UP STREAM OF TERMINAL UNIT-

EE SPECIFICATIONS FOR TRANSVERSE JOINTS.
OUND SPIRAL DUCT. LO-LOSS 45 DEGREE TAKE-OFF FITTING OR SIDE
SEE PLANS FOR SIZE TAKE-OFF FITTING (RECTANGULAR MAIN) SEAL
AND ORIENTATION. SADDLE JOINT TO EXISTING DUCT W/ MASTIC.

Ee NOTE (4)

AIR TERMINAL UNIT, SEE
. / MECHANICAL EQUIPMENT SCHEDULE.
EHEAT COIL,

N /SEE NOTE@

ACCESS PANEL LOCATED ON

BOTTOM OF AIR TERMINAL UNIT.
ELBOW(S), IF REQUIRED

GORED, PLATED OR STAMPED-

-TRANSITION,
IF REQUIRED.

ACTUATOR AND VELOCITY b EAL LONGITUDINAL JOINTS WITH MASTIC
CONTROLLER, PROVIDED SEE SPECIFICATIONS FOR TRANSVERSE JOINTS.
BY UNL CSG:-

ECTANGULAR DUCT,
1.0" PRESSURE CLASS.

5'-0" MINIMUM BETWEEN
AIR TERMINAL UNIT OUTLET
AND FIRST DIFFUSER TAKE-OFF:

LEX DUCT
USE ADJUSTABLE ELBOWS

FOR ALL CHANGES OF
DIRECTION. FLEX DUCT
IS NOT ACCEPTABLE:

LONGITUDINAL JOINT
SEALED WITH MASTIC-

5 DEGREE SIDE TAKE-OFF
FITTING FLEXMASTER STO OR
EQUIVALENT.

ANUAL BALANCING DAMPER
WITH STAND-OFF BRACKET, THROUGH
SHAFT AND QUADRANT HANDLE.
OUND LONGITUDINAL LOCK
SEAM DUCT, SEE PLANS FOR SIZE.
LBOWS(S), IF REQUIRED.

ADJUSTABLE TYPE, SEAL WITH
MASTIC AFTER INSTALLATION.

DIFFUSER, SEE PLANS
FOR CFM AND NECK SIZE:

SINGLE DUCT AIR TERMINAL
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