WEATHERPROOF LIGHTS
INSIDE PLENUM——]

OUTSIDE AIR LOUVER
MAX. F.V. OF 400 FPM

THRU FREE AREA—\

24 X 60 HINGED,GASKETED
DOUBLE WALL ACCESS DOOR
WITH VIEWPORT (SWING OUT).
PROVIDE WITH MINIMUM R-13
FOAM INJECTED INSULATION—/

DOOR LATCHES ARE TO BE

HEAVY DUTY COMPOSITE OR

METAL TYPE. OPERABLE FROM
BOTH INTERIOR OR EXTERIOR—/

NSTALL OUTSIDE AIR DUCT AS FARE AWAY
FROM OUTSIDE AIR LOUVER AS POSSIBLE

N

3'-0" MIN.

UTSIDE AIR DUCTS
TO AIR HANDLING UNITS

/

6"

INSIDE DIMENSION
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\OUTSIDE AIR PLENUM: 3 5/8" METAL STUDS,

R-11 BATT INSULATION, GALVANIZED SHEET

METAL SKIN ON BOTH SIDES.

ALTERNATE: GALVANIZED STEEL OR ALUMINUM
CLAD FOAM INJECTED PANEL CONSTRUCTION,
MINIMUM 2" THICK, WITH MINIMUM R-13 INSULATION.

/4" CURB UNDER PLENUM WALLS
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EPDM ROOF MEMBRANE ON BOTTOM 3

SURFACE OF PLENUM. PROVIDE FLASHING
AND COUNTER FLASHING AT PLENUM WALL:

\—SLOPE BOTTOM OF PLENUM

c
>

TO FLOOR DRAIN

\—ROOF DRAIN INSIDE PLENUM,
CONNECT TO STORM SYSTEM
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