GENERAL NOTES

1.  ALL COMPONENTS
ASSOCIATED WITH
INSTALLATION TO BE
RATED FOR 212°F.

SHORT-RADIUS
180 RETURN (TYP.)

TACK-WELDED 1/4" SS
WIRE MESH BIRD SCREEN,

RECESSED 1/2" 2. PIPE DIAMETER MAY
BE CHANGED ON A
PROJECT BY
————— — - i ! PROJECT BASIS.
_\ BOTTOM OF PIPE
36" ABOVE TOP
\_ALL EXTERIOR WELDS OF VAULT
TREATED SO NO
DISCOLORATION (PASSIVATION
OR SIMILAR)
8"% SCH. 10
STAINLESS
(SAME AS LOW VENT)
ULL-PERIMETER, /@
CONCRETE TOP-WELDED,
SLIP-ON FLANGE, ,
VAULT LI CLASS 125 OR 150 (TYP.) | 88 SCH. 10
[7 : STAINLESS
/ / / /
PERATOR/HANDLE SHALL
EXTEND CLOSE TO, BUT NOT
' / ’| PAST THE VAULT HATCH
BOTTOM OF GROOVED OPENING, SO A PERSON ON
PIPE TO BE 4'-5" BELOW LADDER CAN OPERATE VALVE,
[ COUPLING 9| " ;NpERSIDE OF VAULT [o COUPLING |©| AS WELL AS VISUALLY VERIFY
LID (TYP. VALVE POSITION. PROVIDE
[ BUTTERFLY VALVE OPERATOR EXTENSION AS
ROOVED COUPLING NECESSARY.
N ssorcasTIRoN (TvP) GOOSENECK HIGH VENT

1/4-TURN, 10 POSITION

ockaslevanole . DETAIL-NEW INSTALLATION
BUTTERFLY VALVE WITH SCALE: NOSCALE

SOFT SEATS RATED FOR

212°F SS OR CAST IRON

BODY

o COUPLING o]
I

I
| BUTTERFLY VALVE

BOTTOM OF VALVE
TO BE WITHIN 18" TO ANDLE EASILY ACCESSIBLE,

24" OF VAULT FLOOR WITH POSITION EASILY VIEWED
FROM OUTSIDE VAULT

GOOSENECK LOW VENT
DETAIL-NEW INSTALLATION

SCALE: NO SCALE
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