OORDINATE WITH UNL PM & PROVIDE PHOTOCELL DLL127 1.5 LP BK
PER PROJECT REQUIREMENTS. REFER TO PLANS & LUMINAIRE
SCHEDULE FOR EXACT FIXTURE TYPE & QUANTITY OF HEADS.

LITHONIA DSX SERIES - {

U

4000K CCT, BLACK FINISH, PER7 * POLE BASE LENGTH (L) BELOW FINISHED
SEVEN-WIRE RECEPTACLE, DRIVE |:L GRADE AND DIAMETER (D) AS FOLLOWS:
CURRENT & DISTRIBUTION BY TOP OF POLE CONCRETE BASE

DESIGN PER NU GUIDELINES
SEE LUMINAIRE SCHEDUL

T WHERE PVC ELBOWS ARE
PROVIDED, PROVIDE FLAT

HEIGHT(HT) AFG | LENGTH BELOW
GRADE & DIAMETER
A 0 <HT<15 — 48 Lx16"D
15'<HT<29' — 60"Lx20"D
A 29'<HT<40' — 72"Lx24"D
ANDHOLE AT TOP OF POLE. PROVIDE

SURGE PROTECTION DEVICE WITHIN. SEE
DETAIL 26 56 00 - 05 FOR MORE INFO.

TYPE PULL LINE/TAPE/ROPE.
OUND TAPERED STEEL POLE
WITH VIBRATION DAMPENERS

POLE HANDHOL
#2 BARE COPPER GROUND 2#12 TO FIXTURE(S)
WIRE WITH GROUND WIRE

WATER TIGHT RUBBER MOLDED
LUG INTEGRAL TO POL FUSE HOLDER, FUSE @ 4 AMPS SEE
ANCHOR BOLTS PER DETAIL 26 56 00 - 05 FOR MORE INFO.

30'-0" MAX.
EFER TO LUMNAIRE SCHEDULE

\

SOLDERLESS CONNECTION WRAPPED
WITH VINYL PLASTIC TAPE

MANUFACTURERS
RECOMMENDATIONS\
EVELING NUTS WITH CAPS AND ROUND
PROVIDE RAISED BASE FOR ALL STEEL BASE COVER TO MATCH POLE
o

POLES IN PAVED PARKING AREAS
AND AREAS WITHIN 24" OF CURB 3/4" CHAMFER AND TOOL FINISHED GROUT

FROMEDGE OF POLE BASE~__ S J?CIJ\IPIF'IALLLLVC:?I'OHUDN ?MATERIAL 12" AROUND
o ;
REsﬁJsLTLf;TL I?;I)EI\E)FSSEOSRSFTS)S '82 o e I i -Ir I ALL SIDES OR BASE. COMPACT TO 95%
EXOTHERMIC WELDED ~ &| (A =1 = & PER MODIFIED PROCTOR DENSITY
GROUND BOND TO REBAR— | FL||||d] METH?KISHED
N/ N/ NN/ N AN B 4_'---_L \\ \\\ O O N N
NN y ,‘ RE
3500 PS| ROUND POURED Z ST
CONCRETE BASE, SIZE PER F—
SCHEDULE ABOVE / = -T \
) 4 , 3#12 IN 1" PVC CONDUIT TO NEXT POLE, OR
IN1S RL'%EI’N%AE';V-Sﬁ%'\(‘;DSUgRV‘F’]\Tg .'r ——i 1'- PROVIDE SPARE 1" C. STUBBED OUT 5'-0"
U U T | 1 FOR FUTURE POLE OR TO LOCATION
SCHEDULE 40 ELBOW t Q f——— SHOWN ON PLANS. STUB OUT ADDITIONAL

PROVIDE CONCRETE BASE i I H 1" C. FOR DATA/COMM. WITH TRACER WIRE
WITH 4 #6 REBAR VERT. AND Hulnints - IGID GALV. TO PVC TRANSITION

#4 REBAR HORZ. AT 12" O.C: 1 Mo (WHERE APPLICABLE)

3" (NOM) TOP, BOTTOM AND
D | 3" ALL SIDES OF BASE CASTING
DIAMETER'

1 \POLE BASE DETAIL
WSCALE: NO SCALE

Detail Title: Detail No.: 26 56 00 - 01

UNIVERSITY JOF
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