

SECTION 27 11 16 – RACKS & CABINETS
GENERAL
sUMMARY
Provide all services, labor, materials, tools, and equipment required for the complete and proper installation of communications cabinets, racks, frames, and enclosures as called for in these specifications and related drawings.
system description
Design Requirements:  Provide communication racks in telecommunication room locations to terminate all communication cabling and networking electronics.
submittals
Product Data:  Submit manufacturers’ product information for communications cabinets, racks, frames, and enclosures.
quality assurance
Comply with Section 270000.
products
manufacturers
Approved cabinets and racks are as follows:
Panduit 2 post 19” racks.
Panduit CMR19X84 - 2 post racks.
Panduit PRV8 and PRD8 vertical mangers between racks.
Panduit PRV6 and PRD6 vertical managers at rack ends.
Panduit LCC6-38DW-L must be attached at the top or bottom of each rack for grounding purposes.
Panduit 4 post 19” racks.
Panduit CMR4P19X84 - 4 post racks.
Panduit PRV8 and PRD8 vertical mangers between racks.
Panduit PRV6 and PRD6 vertical managers at rack ends.
Panduit LCC6-38DW-L must be attached at the top or bottom of each rack for grounding purposes.
execution
examination
Comply with Section 270000.
installation
Assemble relay racks according to manufacturer’s instructions.  Verify that equipment mounting rails are sized properly for rack-mount equipment before attaching the rack to the floor.
All racks must be attached to the floor using floor mounting anchors recommended by manufacturer's installation instructions as appropriate for floor type.
Each rack shall be bonded to each other and the TGB using hardware approved and/or provided by the equipment rack manufacturer.  The bonding will meet local code requirements.
The rack must have seismic bracing as required by local building codes. 
Cable support system may be attached to the top of the rack to deliver cables to the rack, Comply with section 270529. 
Secure all equipment to the rack with equipment mounting screws specified by or provided by the equipment rack manufacturer.
ADJUSTMENTS
Comply with Section 270000.
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